Fermi-WPRT – Fermilab Central Windows Print Server
Fixprt.bat – Convert existing user settings

Syntax:

	Fixprt
	-conv

-test

[ blank]


Fixprt is a tool that a non-privileged user can run on their desktop/laptop to convert existing windows print server settings to switch them from the current CD supported Windows file servers to the new Central Fermilab Windows print server (Fermi-wprt).

Requirements:

1) The computer must be at Windows XP and have the prnmngr.vbs tool installed on the system drive. The prnmngr.vbs program is part of the default Windows XP install.

2) The user must have ‘Read’ access to the conversion table (located at cdserver\cd_fnal\css\csi\central-prt-svr\convert-table.txt). By default, all users in the FERMI domain have access to this area when on-site.
Parameters:


[ blank]      If you do not enter any parameters, or enter an invalid one, you will be presented with the on-line help for this program.

-conv    This parameter indicates you want to convert all printer settings. The program will match existing settings for printers defined to CDserver, CDFserver1, Dirserver1, Fesserver1, eshserver1, numiserver, and lsserver. If there is no match, the entry will be removed. If there are local or network settings to servers outside of this list, those printer settings will be left untouched. If a network print setting from the above list of servers was marked as the user’s default printer, then the counterpart on Fermi-Wprt will be marked as the new Default printer for the particular user.


-test   This parameter allows the user/administrator to run a test of the conversion tool to see what would happen. The program will display what printers would be changed, and which printer mappings would be removed.

Examples:

C:\fixprt  –help

The fixprt tool can be run on Windows XP desktops to change your printer

connection definitions from the old windows file servers to the new

fermi-wprt central print server.

enter fixprt -test to see what would be done for the conversion

enter fixprt -conv to actually do the conversion

Press any key to continue . . .

C:\tools>fixprt  -test

The default printer is currently \\FERMI-WPRT.fnal.gov\fcc375_bro5250

Would have deleted print share \\cdserver\fcc3e_tek850

Would have added printer share \\fermi-wprt\fcc3e_hp4300dtn

Would have deleted print share \\cdserver\Fcc3e_hp4300dtn

fixprt completed Mon 10/09/2006 10:37:30.55
Notes:

When the –conv’ parameter is issued to run the actual conversion, a file is created in the users temp area to indicate the conversion process is complete. This prevents re-running the script in the event we use an automated process to perform the conversion on users via a log-in script. In the event you do need to re-run the script, simply delete the Fermi-wprt-convert.txt file located in the users temp area. You can determine the user’s temp area by having the user log in and view the built-in variable called %temp%.
