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FCC Ventilation Shutdown Procedure 

Objective 

To assure that during an emergency, and it is pertinent, that the outside air is not brought into the 
building for health/life safety purposes. 

Responsibilities 

Building Manager – Responsible for shutting down all ventilation power boxes in FCC, in the event of 
an outside spill or national emergency. 

Building Manager’s supervision – If the building manager is not present in FCC, it will be the 
supervisor’s responsibility to carry this procedure through. 

Division Head – Assures that this procedure is followed. 

Procedure 

In the event of either an outside chemical spill or a national emergency, it may be necessary to 
shut off the building’s ventilation system to prevent contaminated, outside air from entering the 
building.  Instructions from the Laboratory’s Communication Center will be given over the 
building’s speaker system stating the emergency and if the ventilation system should be shut off. 
When these instructions are given, it will be the responsibility of the Building Manager or the 
Building Manager’s supervision to shut this system down. 

All ventilation power boxes are marked.  There are a total of 5 power locations on the first floor 
(all in the back corridor of the building) and 2 locations on the third floor (both in the HVAC 
Room 366).  Maps are enclosed with this procedure, which show the exact locations. 

Externally, each power box is marked with a 6” by 6” red sign that reads, “Ventilation Control – 
to be shut off only during an emergency”.  Internally, each power box has an ON/OFF switch or 
dial (marked with a red dot) that is the power switch to turn off that ventilation unit.



FCC1 

TT

AC4

AC3 AC2

AC10 AC9 AC8

AC1 CDW1

AC5

Ventilation 
Control

UPS-AC

Ventilation 
Control

Ventilation 
Control

Ventilation 
Control

Ramp



UP

DN

DN

DN

FCC3

Ventilation 
Control

343

300

321

348

352

386

301

313

387

374

368

369

329
331

347

346

394

366

355

301

313

387

390

382

378

375

370

327

331

360

354

350
347

346

358

362

335

365
(mezzanine)

329

356

342

302 306

310

314

318

322

326

328 330 332
334

336

338

340

344

337


