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Computing Division 
Air Emission Source Program 

Objective This document establishes Computing Division’s (CD) procedures for identifying and inventorying potential 
stationary emission sources of airborne emissions of chemical pollutants, determining whether state or federal permits are 
required and fulfilling any applicable management, monitoring, reporting and control requirements.  It provides guidance on 
what constitutes an emission source and also includes an inventory of known emission sources in CD spaces.  This procedure 
does not cover motor vehicles or forklifts. 

Definitions 

Regulated Air Contaminant ­ Any solid, liquid or gaseous matter, any odor or any form of energy that is capable of being 
released into the atmosphere from an emission source and that is regulated by Subtitle B of Title 35, Illinois Administrative 
Code, or Title 40, Code of Federal Regulations. 

Stationary Emission Source ­ Any non­mobile equipment or facility of a type capable of emitting regulated air contaminants to 
the atmosphere 

Responsibilities 

CD Environmental Protection Officer (EPO) 
•  inspects all division spaces to identify and inventory equipment that constitutes an emissions source and documenting 

a determination on whether a permit is required 
•  evaluates new potential emission sources reported for applicability of permitting and control requirements 
•  notifies appropriate individuals of any changes in policy or new requirements pertaining to air emission sources 
•  makes revisions to this procedure when needed 

CD Department Heads (DH) 
•  provides timely notification to the CD EPO of planned, new air emission sources or modifications to existing sources 
•  assists the CD EPO in the review and inventory of potential emission sources
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•  provides the CD EPO with any requested technical specifications related to the emission source 
•  complies with all permit requirements for any permitted equipment for which they have primary operational 

responsibility 

Procedure The Illinois Environmental Protection Agency (IEPA) regulations prohibit construction or operation of a new 
emission source or modification or operation of an existing source without first obtaining a permit from the Agency.  However, 
there is a long list of exemptions from permitting, which can be found in FESHM 8080, Appendix B.  Department Heads are 
responsible for reporting all existing and new potential emissions sources to the CD EPO for evaluation.  In order to meet this 
requirement, department heads should evaluate their areas and processes/equipment for potential emission sources including, but 
not necessarily limited to the following: 

•  Any equipment that involves fuel combustion 
•  Paint spray booths 
•  Equipment for cutting, drilling, machining, sawing, surface grinding and sanding 
•  Degreasers 
•  Tanks for storage of organic liquids, surfactants, detergents, aqueous caustic solutions and oil 

The EPO will compile and maintain a current listing of CD’s air emission sources and the responsible departments (Appendix 
A).  The inventory will also note whether a permit is required for the source.  The EPO will document the rationale for this 
decision either in the appendix or elsewhere. 

Paint Spray Booth – The paint spray booth is exempt from permitting requirements if the total coating material used on site 
annually does not exceed 5,000 gallons.  Therefore, this information must be tracked and documented for each spray booth and 
reported to the ES&H Section annually for aggregation into a site­wide total to demonstrate that Fermilab qualifies for the 
exemption. 

Users of the booth must keep a running log of their spraying operations using Attachment A.  At the end of each calendar year, 
the log will be forwarded to the CD Environmental Protection Officer for calculation and reporting of total product used.

http://www-esh.fnal.gov/FESHM/8000/8080.htm
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An individual will be assigned the responsibility for the booth’s filters to be changed every six months and to have any other 
required maintenance on a schedule which is recommended by the manufacturer or dictated by usage.  Such maintenance shall 
be documented on a log kept near the equipment. 

Solvent Wipe Cleaning – Solvent shall be applied to the rag, rather than directly to the part being cleaned.  Use as little solvent 
as needed to do the job.  Dispose of spent rags in a steel can intended for combustible waste. 

Emergency Generators – Emergency generators with a rated power output of 1118kW (1500 hp) or more require a permit.  No 
one should purchase or allow a generator of this size on site (even temporarily) without first consulting the EPO. 
The FCC Generator has a manufacturer required, monthly usage for maintenance purposes.  This usage, along with emergency 
use, shall be documented on a monthly basis by the Building Manager, or assignee.  (Attachment B)  The monthly usage log will 
be forwarded to the ES&H Section, Environmental Group.
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Appendix A 
Current CD Air Emissions Sources 

Source/Location  Responsible Department/Group  Permitting Status 
FCC Emergency Diesel Generator  CD/Operations  Sitewide NESHAPs Permit 
FCC3 Paint Spray Booth  CD/ESE  Exempt: 35 IAC 201.146.g 
FCC3 Chemical Storage Cabinets  CD/ESE and CD/CNCS  Exempt: 35 IAC 201.146.bbb 
FCC2 Chemical Storage Cabinets  CD/Varies  Exempt: 35 IAC 201.146.bbb 
FCC1 Chemical Storage Cabinets  CD/Operations  Exempt: 35 IAC 201.146.bbb 
FCC3 Circuit Board Cleaning/Ultrasonic tank CD/ESE  Exempt: 35 IAC 201.146.oo 
FCC3 Soldering  CD/ESE  Exempt: 35 IAC 201.146.y 
FCC3 Solvent wipe cleaning & defluxingCD/ESE  Exempt:35 IAC 218.182.f
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Attachment A 
FCC3 Paint Spray Booth Usage 

Date  Mfr. & Product Name  Approx. Use  Unit  User Initials 
2/1/2008  Seymour/MRO­Industrial Protective Coating  8  oz.  JD


